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3 

IMPORTANT TELEPHONE NUMBERS: 
 
We recommend each user to store the following 
Telephone numbers in tier mobile phone. 
 
Emergency: 
 
 
Fire department: 
 
 
Operator oft he system: 
 
 
Hailo service number: 
 
 
Orther important telepohone numbers: 
 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4 

How to use the instructions for installation and use 

These instructions for installation and use are to be 
read carefully and the contents noted before 
installing and using the Vertical Ladder System. 
 
The plant operator must ensure that these 
instructions for installation and use are kept on site 
with the Vertical Ladder System (or in a suitable 
place) and can be made available to users at all 
times when required. 
 

Texts and drawings tagged with the symbols below 
flag up content and hazards that are of particular 
significance. 
Failure to comply with this advice may result in 
injury or death in some cases. 
 
Symbols used in this manual: 

General safety advice 

Risk of falling 

General instructions 

Refer to documentation 

Use Personal Protective Equipment 
(PPE) to prevent falls 
 

Tip / Additional advice 
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Fitting 
 

Push the connector over the 
conductor ends and tighten. 

Fitting 
 

Push in the connectors and fit with the 
hexagonal bolts supplied. 

Upright profile: 
40x20 / 60x30 (VA+Steel) 

Upright profile: 
60x20 (GFK) 


































































